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     XFENCE Horse fence  
    

 

 

“the horse fence of the future” 
 

Specifically designed with horses in mind.  
 
McVeigh Parker have rapidly become the leading specialist in 

the supply of quality horse fencing thanks to the latest inno-

vations in manufacturing technology. 

 
 
 

We, at McVeigh Parker appreciate the costs and 

emotional implications of owning a horse, we have worked 

alongside equestrian establishments for over 29 years and 

this combined knowledge has enabled us to understand the 

crucial requirements of the everyday equestrian  

establishments. 
 

Our own brand of Equi-fence horse fence is manufactured 

using the very latest machines using leading technology 

which have been specifically designed over the years,  

benefiting from past knowledge and expertise in the  

development of a fence that exceeds expectations. 

 

 

Tomorrows fencing technology..... Today. 
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       Why Equi-fence? 

 

¶ The unique strong unobtrusive X Knot not only provides 

       an excellent joint, its smooth surface provides a safe 

 environment for your horses. 

 

¶ More durable thanks to the elasticity of the high tensile wire      

 used. The wires spring-like properties provide you with a          

 extremely rigid fence which is not only easier to erect but       

 reduces the need for on-going maintenance. 

 

 

¶ Improved XTRALIFE  coated wire gives up to three to four 

times more protection than traditionally galvanised wire           

providing a longer maintenance free life. 

 

¶ Savings on posts - Thanks to Equi-fenceõs high tensile wire 

       and rigidity, posts can be spaced further apart, up to 6 mtrs.  

 

¶ Its tough , yet its aesthetically pleasing looks blend into the    

countryside. 

 

¶ Tension curves absorb any pressure put on the fence and        

provide a visual aid to erection. 

 

¶ Security and peace of mind knowing your animals are safely  

       enclosed as well as protecting them from intruders such as dogs. 

 

¶ Four sizes to choose from, all with reduced mesh sizes,  

 greatly reducing the risk of injury or hoof entrapment. 

 

 

¶ Equi-fence is unlike traditional field fence , the vertical     

wires are uncut from top to bottom, this single vertical wire 

 dissipates any pressure on the fence providing a very strong 

       resilient fence line. 

¶ Ease of erection makes it the contractors choice. 
3 
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X tralife  wire  

 has a superior coating for increased longevity. 
 

The wire used in the production of Equi-fence has an improved 

coating which improves durability. 

Since the development of Zinc/Aluminium coated wire in 1984  

various companies have used this coating to provide a longer life 

for their products, now McVeigh Parker are also offering this 

Xtralife  as standard, in all their high tensile Diamond Branded 

horse and stock fence products. 
 

Xtralife  wires offer superior corrosion resistance which is 

ideally suited to industrial and coastal areas, lasting up to four 

times longer than traditionally galvanised wire. The traditional  

galvanised coating can have the tendency to be brittle and crack 

when tying off, whereas the Xtralife  Zinc/Alu mixture provides a  

more ductile wire and will not crack when the wire is twisted 

making it easier to erect. 

The tensile strength and coating used in the manufacturing of  

Equi-fence make it the wire of choice with both fencing  

contractors and equestrian establishments alike. 

Visually Appealing - Tough - Longer Lasting -  

Easy to Erect  - Smooth Surface - Unbeatable Value  

 Revolutionary Manufacturing Technology                               

Unique Animal Friendly X Shaped Knot. 

 XTRALIFE  Superior anti-corrosion  

performance 

4 
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 Why Diamond Brand X Knot Horse Fence? 
The unobtrusive X Knot provides an extremely strong joint with a 

smooth surface, greatly reducing the risk of harm associated with 

other types of abrasive knots.  

The X Knot locks vertical and horizontal wires together in a long 

lasting binding safe joint.   

It leads the way for ease and speed of construction and out  

performs other types of fencing such as post and rail, providing a 

cost effective barrier for enclosure and exclusion.           

X Knot = Xtralife 

= Xtra value  

 

Equi-Fence can be erected on its own or benefit from a top line, 

timber rail or stud rail.  Due to the elasticity of Equi-fence, posts 

can be spaced up to 6m intervals and strainer posts as far as terrain 

and gate entrances allow. This form of fencing will benefit a saving in  

materials, however, if a timber top rail is to be used then post 

spacing's are greatly reduced to suit the rail.  

An alternative fencing scheme favoured by some equestrian  

establishments is to double fence, this virtually eliminates social and 

antisocial activity. Double fencing is almost always used with  

stallions and particularly valuable animals.  Gates can be set in  

double fencing opposing paddocks to enable easy transfer of 

horses when paddock rotating. 

Unique  

X Knot  

5 
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XHT12 -110-7.5  Maxi  
                        Code :  F2402  (9)    

    F2403 (6)  100m   
 

¶ 50m & 100m rolls 

 

¶ X Knot joint 

 

¶ Height 1100mm (43ó) 

 

¶ Weight 62kg & 124kg 

 

¶ Manufactured to BSEN 10223-5 

 

¶ Zinc/5% Alu protection - X TRALIFE  

 

¶ 2.5mm high tensile horizontals 

¶ tensile strength 1235 - 1380N/mm2 

 

¶ 2.5mm medium tensile vertical wires 

¶ tensile strength 380 - 500 N/mm2  

 

¶ 75mm x 100mm ( 3óx 4ó) mesh   
                         

Uses: An economical height horse  

netting which can be used on its own 

or it makes the ideal choice for use  

with a top rail, stud rail or single strand wire.    

100mm 

 

100mm 

 

100mm 

 

100mm 

 

100mm        

 

100mm 

 

100mm 

 

100mm 

  

100mm 

 

100mm 

 

100mm 

75mm 
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Horse XFENCE®    

XHT10 -90-7.5  Standard  
                        Code :  F2400  (9)    

    F2401 (6)  100m   
 

¶ 50m & 100m rolls 

 

¶ X Knot joint 

 

¶ Height 900mm (36ó) 

 

¶ Weight 53.1kg & 106.2kg 

 

¶ Manufactured to BSEN 10223-5 

 

¶ Zinc/5% Alu protection - X TRALIFE  

 

¶ 2.5mm high tensile horizontals 

¶ tensile strength 1235 - 1380N/mm2 

 

¶ 2.5mm medium tensile vertical wires 

¶ tensile strength 380 - 500 N/mm2  

 

¶ 75mm x 100mm ( 3óx 4ó) mesh   
                         

 Uses:  A cost effective netting ideally   

 suited for use against hedgerows  

 where a minimal safe barrier is  

 required.  Can also be used with  

 existing and new post and rail fences. 

100mm 

 

100mm 

 

100mm 

 

100mm 

 

100mm        

 

100mm 

 

100mm 

 

100mm 

  

100mm 

75mm 
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XHT13 -125-7.5  Supreme    
  Code :  F2404  (9)   

      F2406  (6)  100m   
 
 

¶ 50m & 100m rolls 

 

¶ X Knot joint 

 

¶ Height 1250mm (49ó) 

 

¶ Weight 68kg & 137.4kg 

 

¶ Zinc/5% Alu protection - X TRALIFE  

 

¶ 2.5mm high tensile horizontals           

tensile strength 1235 - 1380N/mm2 

 

¶ 2.5mm medium tensile vertical wires 

         tensile strength 380 - 500 N/mm2  

 

¶ 75mm x 100mm ( 3óx 4ó) mesh   

                                           
 

Uses: The added height gives extra      

security and makes it more suitable  

for internal paddocks and larger 

horses. 

 

150mm 

 
 

100mm 

 

 

100mm 

 

 

100mm 

 

 

100mm        

 

100mm 

 

100mm 

 
 

100mm 

  

100mm 

 

100mm 

 

100mm 

 

100mm 

 75mm 

XHT13 -125-5   Ultimate  
   Code :  F2408  (9)   

 
  

¶ 50m rolls 

 

¶ X Knot joint 

 

¶ Height 1250mm (49ó) 

 

¶ Weight 92kg 

 

¶ Zinc/5% Alu protection - X TRALIFE  

 

¶ 2.5mm high tensile horizontals           

tensile strength 1235 - 1380N/mm2 

 

¶ 2.5mm medium tensile vertical wires 

         tensile strength 380 - 500 N/mm2  

 

¶ 50mm x 100mm ( 2óx 4ó) mesh   

                                           

  Uses:  This is the ultimate in horse 

  fencing, with its 50mm (2ó) vertical    

  wire spacing creating a very fine     

  mesh which provides a secure safe  

  environment. This fence gives you   

  peace of mind, value for money and  

  lasting durability. 

 

150mm 

 
 

100mm 

 

 

100mm 

 

 

100mm 

 

 

100mm        

 

100mm 

 

100mm 

 
 

100mm 

  

100mm 

 

100mm 

 

100mm 

 

100mm 

50mm 

Horse XFENCE®    
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Years of research, coupled with the Years of research, coupled with the 

advancement in technology give advancement in technology give 

XFENCEXFENCE®   the advantagethe advantage   

  in the field in the field   

8 

Courtesy of R. Aird Rural Property Contractors 

XHT15 -155-7.5  Stallion    
  Code :  F2410  (9)   

     
 

¶ 50m rolls 

 

¶ X Knot joint 

 

¶ Height 1550mm (61ó) 

 

¶ Weight 83.4kg 

 

¶ Zinc/5% Alu protection - XTRALIFEXTRALIFEXTRALIFE  

 

¶ 2.5mm high tensile horizontals   

¶ tensile strength 1235 - 1550N/mm2 

 

¶ 2.5mm medium tensile vertical wires 

         tensile strength 800 - 950 N/mm2  

 

¶ 75mm x 100mm ( 3óx 4ó) mesh   

    

                                        
 

Uses: The added height gives extra 

Security and makes it more suitable for    

internal paddocks and larger horses.   

Ideal for boundary fences preventing  

unwanted intrusion from dogs and  

people. 

75mm 

 

155mm 

 

100mm 

100mm 

100mm 

100mm        

100mm 

100mm 

100mm 

100mm 

100mm 

100mm 

100mm 

100mm 

100mm 

100mm 

Horse XFENCE®    
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XFENCE® has the strength for almost any application with vertical 

wire spacingôs from 5 cm to 1 m or more, in 2.5 cm increments; and 

horizontal spacing from 5 cm to individual needs, also in 2.5 cm  

increments. Fence height is up to a maximum of 2.590 m.  

     There is an                                 

 XFENCE ® that will give you Xtralife with added Xtra value.  

This runaway truck with a ton of water  

was stopped with XFENCE® . The wire 

still lived to XFENCE® another day. 

 XFENCE®    
XFENCE ®  is produced to withstand the harshest  

of weather conditions. This has been tested in some of  

the most extreme terrains worldwide.  

 

 The smooth, animal-friendly, stiff-stay x-knot locks vertical and 

horizontal wires together for an effective, affordable fence for all  

applications. 

It stands proudly upright and is characterized by ease and speed of 

construction. The strength and durability of XFENCE® and the  

exceptional variability of the vertical and horizontal spacing of the 

net enables a wide range of applications. XFENCE® has been used 

widely for livestock and game field fencing, also protection against 

Boar, Deer, Foxes and Otters. It has been proven to be a highly  

effective (animal) barrier when used along highways and also for  

the exclusion of intruders in security situations.   
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Selecting a fence type  

Many factors need to be considered when planning a fence, the 

top six concerns about horse fencing are: 

 

¶ Containment 

¶ Safety 

¶ Budget 

¶ Maintenance 

¶ Aesthetics 

¶ Security and protection 

 

From electric fencing to flexible fence, Equi-fence wire mesh to 

traditional timber enclosures, or a combination all. Horse owners 

have a wide variety of materials and styles to choose from. 
 

 

Wire Mesh  

Equi-fence - The ultimate in horse  

containment for maintenance free  

longevity. 
 

Electric Fencing  

Electric horse fencing is a psychological and a physical barrier. 

Horses are trained that they will receive a shock if they touch 

the fence. Many horse owners turn to electric fences to prevent 

injuries associated with traditional fences. 

Electric fencing has come a long way from the conception of bare 

wire, horse owners are able to choose from a range of visible 

tapes, ropes and wires. Electrified tape is made of polyethylene 

polymer woven with wires available in a range of colours and 

qualities. Electric rope is made of braided polyester and is more 

wind resistant than tape and can be fitted using standard  

insulated fixings.  

 

 

Using a top electric line on many fences will extend the life of the 

fence by reducing cribbing, at the same time discouraging  

antisocial behaviour. 

10 
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Wood  

Wooden post and rail and split rail have always been the  

traditional fences of choice for horse owners. Most wood fences 

are pressure treated softwood, pressure creosoted softwood or 

coppiced chestnut whilst no other form of treatment is required 

stain can be added to help protect the wood from drying out  

and to look attractive. Whilst painting and staining increase the 

life of the fence, they also add to its upkeep. 

Wood fences can be subject to rotting and damage from horses, 

so they require additional maintenance in exchange for their  

traditional good looks. Since damage is most often done by 

horses, owners sometimes add an electric wire above the top  

rail to keep the horses off the fence. 

 

McVeigh Parker have launched the Diamond branded range of 

timber which are from sourced redwood, kiln dried and fully 

treated to Class 4, these will guarantee a life three times longer 

than most regularly treated timber. 

Alternatively we still provide pressure creosoted timber which 

gives a long service life and eliminates horses cribbing. 

Parkland Continuous Steel Fencing  
Parkland fencing through the Victorian age was the most popular 

fence of choice in many large estates. Its simple design allows it 

to follow the contours of the landscape and components are  

supplied loose for on site erection. Once erected the parkland 

fence provides an exceptionally strong fence and aesthetic  

appearance which would enhance any country house or estate. 

11 
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Available in two colours white or brown. 100m coils 

Two widths 75mm (3ó) 40kgs  or 100mm (4ó) 48kgs 

 

 75mm White  F2400             100mm White  F2402  

 75mm Brown F2401             100mm Brown  F2403 
 

Fixings -   Clamp brackets        75mm F2406    100mm F2405   
  Torpedo wire joiner     A1610 

  Ratchet wire strainer           CL4230 

  End vice strainer                  A1620 

Stud rail  

Stud rail has been a proven system over the years offering a 

safe, strong, long lasting environment for horses.  

The rails are manufactured from extruded flexible PVC coating 

two 2.5mm high tensile heavily galvanised wires on the outer 

edges.  Available in 75mm & 100mm widths. 

The rail is fixed to brackets on the posts that allow the fence  

to flex and slide under pressure reducing the risk of injury or 

damage to both horse and fence. 

Reduced maintenance, no treatment required, no painting  

required, no deterioration in colour or strength, reduced  

installation costs. Can be easily moved making it ideal for  

temporary paddocks or fencing.  Ideal as a top rail when used 

in conjunction with Equi-fence, wider post spacingõs can be 

maintained, providing a cost effective fence. The best of both 

worlds. 

 Stable mats   
  1.8m x 1.2m x 17mm  

   Weight 40kg 

  Made from 100% non absorbent rubber 

  Anti slip surface - ribbed surface with    

  studded underside. 

    Easy to clean, Easy to handle, Easy to fit. 

    Savings on bedding costs by as much as 75% 

 Standard 12õ x 12õ stall requires 6 mats              code: TH5100 
12 

http://www.studrail.co.uk/images/ratchet-big.jpg
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Half round post and rail  (nail on)  

The most popular paddock post and rail. Semi rustic appearance, two, 

three or four rail. Treated softwood. 
 

Rails:  3.6m  x half round 100-125mm face  F3120 
 

Stakes: 1.8m  x half round 100-125mm face  F3610 

  1.8m  x half round 125-150mm face  F3620 

  2.1m  x half round 100-125mm face  F3705 

  2.1m  x half round 125-150mm face  F3710 

  1.8m  x Full round 100-125mm dia  F3650 

  2.1m  x Full round 100-125mm dia  F3725 

 

Machined half round post and rail (nail on)  

A more symmetrical fence than the traditional half round.  Used more for 

decorative fencing than for strength, two three and four rail.  
 

Rails:  3.6m x half round 100mm face      F5120 

Stakes: 1.8m x half round 115mm face      F5605 
 

Rails can be used in conjunction with sawn posts for a stronger fence. 

 

 

 

 

 

 

 

 

 
 

Motorway Post and Rail  (nail on) 

Sawn pressure treated timber. Available in many sizes, listed are the most 

popular. Sawn post and rail gives a more symmetrical appearance.  

Available in two, three or four rail. Pressure creosoted treatment available. 
 

Choice of rails:     3.6m 38 x 87mm sawn rail  F6990  

        3.6m 38 x 100mm sawn rail    F6992 

       3.6m 47 x 100mm sawn rail   F6994  

 

Choice of posts:   1.8m x 125 x 75mm pointed   F6604 

     2.1m x 125 x 75mm pointed   F6701 

     2.4m x 125 x 75mm pointed   F6810 

    2.1m x 150 x 75mm pointed    F6705 
 

Riven Chestnut Post and Rail 
 

2.75m (9ô6ò)  Cleft Chestnut rails, scarf ended    F4160 

Posts 2.0m 150mm x 175mm face (6ò - 6ò) cleft half round , 

Twin Morticed.         Two rail      F4140 

                Three rail   F4145   
 

Sawn Oak posts available which give a more semi rustic appearance. 13 
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  Diamond line electric  

            fencing  
There are numerous options when it comes to electric fencing,  

manufacturers will try and sell you many products that will enhance 

 and aid the performance of your fence most are not essential for day 

 to day use. We at McVeigh Parker believe in offering you true value for 

money, we have products to suit your budget, economical or premium. 

Tape 
NEW Ultra tape  out performs many standard tapes. Due to the extra 

thickness of the stainless wires, this and the many strands make Ultra tape 

probably the best performing tape on the market. Its meshed webbing  

allows wind to pass through and its reinforced edges provide extra strength.                                                                  

40mm Diamond Line Ultra      
 Specification 
 12 x 0.4mm stainless conductive strands 

 High strength monofilament polyethylene 

 200m long 

 Colour - White   code EF3078  

 

 

12.5mm Diamond Line      
                  

 Standard - Specification 
 5 x 0.15mm stainless conductive strands 

 High strength monofilament polyethylene 

 200m long 

 U.V.Protected  

 Colour - White   code EF3045 

  

20mm Diamond Line  
 Standard - Specification 
 2 x 0,3mm stainless conductive strands 

 8 x 0.2mm stainless conductive strands 

 High strength monofilament polyethylene 

 200m long 

 U.V.Protected 

 Colour - White EF3050 Green EF3055 
 

40mm Diamond Line        
 Standard - Specification 

 4 x 0,3mm stainless conductive strands 

 11 x 0.2mm stainless conductive strands 

 High strength monofilament polyethylene 

 200m long 

 U.V.Protected    
 Colour -  White EF3060   Green EF3065    

Brown EF3070 

 

Rope       6mm electric  

 Specification 
 6 x 0.2mm stainless conductive strands 

 High strength monofilament polyethylene 

 200m long -   U.V.Protected 
  

 Colour - White  EF3035 Green & White  EF 3034    

 
14 
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Galvanised wire - for permanent systems 

 2.5mm high tensile  Stranded wire 

 650m coil 25kg    more malleable,     

 Code: F2140          400m code: EF3010 

     

Insulators  - for rope & wire 

 

 

 
Insulators  - for Tape 

 

 

 

 

 

 Hand reel systems -  

  Two or three line systems makes moving fences easy. 

  Hand reel only EF7000  Hand reel post  EF7010 

 

Stakes - for temporary fencing  

Stirrup stake - Horse      code EF1015   

Specification  
Length : 1.63m (1.42m with 21cm spike) 

12 lugs at selected spaces, Suitable for wires and tape up to 40mm. 
Sturdy double footplate for easy erection. 
One piece moulding makes them almost unbreakable in standard use. . 

Reinforced zig-zag bracing on both sides makes a very strong post. 
Green -  U.V.Protected.   Packed in tens.  

 Stirrup stake       code EF1005  

Specification  
Length : 1.15m (0.965m with 18cm spike) 

Reinforced Stirrup for easy installation. 
10 lugs at selected spaces, Suitable for wires and tape up to 40mm. 
One piece moulding makes them almost unbreakable in  

standard use.   
Reinforced zig-zag bracing on both sides makes a very strong post.  
Green - U.V.Protected.   Packed in tens  

White multi -Fix       code EF1000  
Specification  
Length : 1.05m (0.9m with 15cm spike) 

10 lugs at selected spaces, Suitable for wires and tape up to 40mm. 
One piece moulding makes them almost unbreakable in standard use. 
Reinforced zig-zag bracing on both sides makes a very strong post.  

Colour - White   U.V.Protected. Packed in tens . 

Nail on tape  
EF2060 

Offset tape 
200mm 

EF2037 

Screw in insulator  
 EF2025 

Heavy end strainer 
EF2020  

Suitable for permanent  

systems 

Nail on W 
 EF2040 

Dual 20mm 
Tape/Rope 

 Screw in  

 EF2030 

Screw in 
Offset 200mm 

EF2035 

Tape end/Corner  
strain  EF2100 

End strainer  
EF2010 

Nail on tape 

Super  
With foam padding 

EF2075 

Screw in  
double anchor 

EF2115 

Gate  
Handle 

EF4005 

Spring gate 
3.6m 

EF4010 

Elastic gate 
3.2/6.2m 

EF4020 

Cut off 
switch 

EF4060 

Rope  
joiner 

EF4050 

Tape  
joiner 

EF4035 

Warning sign 
EF4065 

15 

Undergate/ lead out  cable  

Insulated cable to take the power 

from the energiser to the fence line 

or for going underneath gateways.                                        

50 m  EF3085    100m   EF3090 
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Diamond Brand 80     EF5470 

 

0.8 Joule  

Stored joules 0.8J  
Max output joules 0.45J  
Peak output 7.5Kv  
Output/500 Ohms 3.9Kv  

 

Up to 8km single strand wire  
Up to 2.5km 20mm tape  
Up to 3km electric rope  
Up to 500m Electric sheep netting  
Up to 150m Poultry netting  
Up to 5 weeks on a 12v L/ battery  
Mains ~0.0036 pence per day  

Diamond Brand 120     EF5475 

 

2 Joule  
Stored joules 1.2J  
Max output joules 0.8J  
Peak output 8.5Kv  
Output/500 Ohms 4.2Kv  

 

Up to 12km single strand wire  
Up to 4km 20mm tape  
Up to 5km electric rope  
Up to 750m Electric sheep netting  
Up to 250m Poultry netting  
Up to 4 weeks on a 12v L/ battery  
Mains ~0.0048 pence per day  

Diamond Brand 40 EF5465 

 

0.4 Joule  
Stored joules 0.4J  
Max output joules 0.25J  
Peak output 7.5Kv  
Output/500 Ohms 3.2Kv  
 
Up to 4km single strand wire  
Up to 1.5km 20mm tape  
Up to 2km electric rope  
Up to 250m Electric sheep netting  
Up to 100m Poultry netting  
Up to 10 weeks on a 12v L/battery  
Mains ~0.0024 pence per day  

Measurements are guide only dependant on fence specification and earth system  

 Solar powered - damage resistant solar panel collects energy f   

  from the sun even on overcast days. 

  Battery operated - Storage battery provides dependable power   

  for charging your fence day and night.  

  The unit features a durable solar panel situated in a rugged 

  construction for a long life.  

 
Excellent for remote locations without electric, eliminates the 

need for regular recharging or replacement batteries. 

The solar panel charges a in house dry cell battery with a life 

expectancy of between 3-5 years dependant on use 
 (replacement batteries available)  

The unit can charge a fence up to 0.5 mile in ideal 

conditions dependant on fence specification. 

SS440E      EF5200 

 

0.1 Joule  
Stored joules 0.1J  
Peak output 7.5Kv  
Output/500 Ohms 2.0K v 
 
Up to 0.75km single  wire  
Up to 0.2km 20mm tape  
Up to 0.25km electric rope  

 Delta de-luxe energisers - available in both mains or battery,   
 these high performance energisers are more efficient and come   
 with excellent energy and voltage rating. Three warning lights  
 provide you with an immediate visual aid as to the condition of  
 your fence line. 

 
   

 

 

5 km 1 km 

25 km 5 km 

Poor fence condition 

 

Average fence condition 

 

Excellent fence condition 
Delta 1 - 0.5 joules 

 

Delta 2 - 1.0 joules 

 

Delta 3 - 2.5 joules 

Energisers   Combi -units  battery or mains  

The extremely versatile Diamond Brand Energizer can be powered 

via 240v mains or a 12v  leisure battery. Simple to install and very 

economical to use. Three models to suit various applications. 

 

 

 
 

 

 

    

16 
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Feed storage bins  

Manufactured from 1.0mm galvanised steel 

 640mm wide x 900mm high                 code 

 225kg/420ltr plain - 800mm long     TC6300 

 335kg/630ltr c/w one partition - 1200mm long  TC6340 

 335kg/630ltr c/w two partition - 1200mm long  TC6360 

 450kg/840ltr c/w two partition - 1600mm long  TC6370 

 450kg/840ltr c/w three partition - 1600mm long  TC6380 

 

Water troughs  - galvanised steel 

457mm x 405mm deep - c/w Box & Part 2 ball valve 

900mm (3õ) long 163ltr (36gals)   KWT03 

1200mm (4õ) long 218ltr (48gals)   KWT04 

1800mm (6õ) long 327ltr (72gals)   KWT06 

2400mm (8õ) long 436ltr (96gals)   KWT08 

Concrete trough supports optional extra WTS10  

 1  2  3a 3b    4  5  6 

Plastic water troughs  c/w Ball valve  

1   =  45.5ltr/ 10 gall   685 x 457 x 255mm - End box     JFCDT10 

2   =  100ltr/22 gall   940 x 660 x 335mm - Corner trough    JFCDT27 

3a =  282ltr/60 gall   1372 x 635 x 457mm - Central box     JFCDT60 

3b =  400ltr/90 gall   1500 x 685 x 533mm - Central box     JFCDT90 

4   =  16ltr/3.5 gall   387 x 387 x 312mm - Conventional bowl    JFCDBL 

5   =  25ltr/5.5 gall   660 x 483 x 241mm - Corner drink bowl    JFCDBL3 

6   =  0.4ltr/0.08 gall 300 x 235 x 255mm - Micro drink bowl    JFCDBL4 

 Hayracks  

 Portable hayrack galvanised steel c/w lid  
 2.44m x 1.335m x 1.695m high  

 TC2100 Lid   TC2102                                                                                                                                                                     

 

Tombstone  galvanised feeder 
12 feed spaces 2.285m x 1.150m         

          TC2150 

 Wall mounted hayrack 
 500h x 760w x 420d mm 

 12mm bar heavy duty galvanised 

 

     Corner mounted hayrack 
     12mm dia bars, heavy duty,  

       Galvanised finish 

     630h x 860w x 530d mm     TH5300 

TH5310 

17 
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Riding arena DIY kits  

We are able to offer a self build package to suit your budget and specification.  

Our standard kits come with all you need to erect your own arena, just add 

your choice of topping and base hardcore (supplied by others). 

An all weather horse arena or gallop must be designed and constructed to 

cope with adverse weather conditions and preserve the properties of the 

riding surface. The inclusion of  MP geotextile membrane spun or woven is 

vital to maintain a clean free draining surface, improved stability, whilst  

preventing the intermixing of the base and top layers. 

Other sizes, specifications and construction details available on request.  

 

 

 

All timber is sawn softwood pressure treated. Pressure creosoted, Oak or half round timbers 

are also available.  

Courtesy of Mark Scott arenas 

Riding arenas 

 Premium 40m x 20m arena 
 code : KRA1 
 Comprises of:               

 4.0m x 100mm x 47 sawn rails ( 3 rail fence) 

 2.4m x 150mm x 75mm sawn posts   

 4.0m x 150mm x 47mm retaining boards  

 3.6m Universal Softwood gate   

 2.4m x 175mm x 175mm gate posts, 4ww 

 Complete set of galvanized gate fittings 

 Drainage pipe 100mm & 80mm                                                                   

   (to create wishbone drainage system) 

 Nails 

 Membrane woven base layer 

 Membrane spun top layer 
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Industrial paver      code: net297 

¶ Fast and easy to install (sub base required) 

¶ 100% recycled 

¶ Free draining.  
¶ Ideal for walkways  

¶ Provides excellent hard standing, whilst  

        still retaining the natural environment.  

2 

Size       500 x 500 x 40mm   

Colour   Black        Pavers    4 per Sq/Mtr  

Weight       1.4Kg        Load Bearing  380 tonne M 
( Installation instructions available on request) 

 Basic 40m x 20m Riding arena 
 code : KRA 

 Comprises of:     
 3.6m x 38mm x 87 sawn rails ( 3 rail fence) 

 2.1m x 125mm x 75mm sawn posts   

 3.6m x 150mm x 38mm retaining boards  

 3.6m Universal Softwood gate   

 2.4m x 175mm x 175mm gate posts, 4ww 

 Complete set of galvanized gate fittings 

 Drainage pipe 100mm & 80mm                                                                  

  (to create wishbone drainage system) 

 Nails 

 Membrane woven ( spun available as alternative) 
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RS300       Black sheet   

RS305       Green   

RS307       Red    

RS318       Clear  

Sheets 
Length     2 metres  

Width     950mm  

Cover Width    855mm  

Thickness    3mm  

Corrugation Width   95mm  

Corrugation Height   38mm  

Corrugations Per Sheet  10  

Weight of Material   3.3kg per m²  

Weight Per Sheet   6.4kg  

Colour Range   Black , Red, Green 

Ridge - 900 x 360mm 
RS310  Ridge, Black   
RS325  Nails per 400 

RS315 Ridge, Green 

RS335  Nails per 400  
RS317  Ridge, Red 

RS345  Nails per 400  

With drought orders a reality and rising water bills, there is no better time  
to think about your water use and how you can obtain monetary savings. 

Above and below ground tanks available, more details on request 

 

         Gates  

 

 

 

 
 

Wooden field gates stocked from 0.9m to 4.2m and steel field gates stocked 

in single leaf opening from 0.9m to 4.8m lengths and pairs in 4.8m to 9.6m 

openings. Standard stock gates available in 0.3m increments. 

 

 

Bespoke bridle gates - allows easy access from horseback 
         

          Steel gates available in 1.5m widths with  

          self closing or non self closing hinge, sold  

                                               as a complete unit.  

          Wooden gates can easily be adapted.  

 

                  Onduline stable roofing  
 
 

Guttering  

 We stock a full range of black guttering &  

 fittings, ideal for the field shelter, stable blocks,   

 house or barn.    

  

 Domestic 112mm -  Industrial 160mm 

 

 New  Cast iron effect plastic in 110mm available 
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Available in a range of capacities starting from 

1350 litres up to 100,000 litres.                   

                                                                                                                                                           

Rainwater is captured from the roof and bought 

back to a central point, via normal guttering and 

down-pipes, to enter a storage tank, where it is 

filtered on entry. A highly efficient and reliable 

submersible pump can then deliver the water to 

a service on demand.  

Rain water harvesters  
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Stokboard   

 Recycled plastic, compressed into very hard   

 wearing boards, numerous applications but   

 well suited to lining stables and trailers, an  

 ideal replacement for plywood. Easy to fit, 

 easily cleaned, embossed pattern both sides. 

 

Size: 2.44m x 1.22m  
Thickness  

6mm - F6000    9mm - F6005    12mm -  F6010 

Colour: Black 

Flatbed trolley  
Model   A3655 
Load( kg)  700kg 
Bed size load area (mm) 1200 x 585  
Pneumatic Tyre  4.00-6 
Body Size (L x W x H)        1600 x 1030 x 750mm   
Own Weight (kg)  51.5 
 

Meshed trolley , removable sides 300kg capacity  
Model   A3660 
Load (kg)  300kg 
Bed size load area (mm) 1020 x 490mm 
Pneumatic Tyre  3.50-4 
Body Size (L x W x H) 1865 x 520 x 570mm 
Own Weight (kg)  28 
 

Thoroughbred  Plastic pan twin wheelbarrow 
Model   A3620 
Load (kg)  180 
Pan size load area (mm) 1100 x 885 x 478  
Pneumatic Tyre  16ò x 4ò 
Size (L x W x H) (mm) 1575 x 540 x 575 
Own Weight (kg)  20.2 

 

The Stablemate   - Tipping three wheel barrow 

Model: A3625  

Spec:  Heavy Duty 200 litre Poly pan. 
           Roller Bearing pneumatic wheels 
           Interchangeable tow/jockey hitch 
          Handle length adjustment. 
            1.5m L x 0.935m W x 0.765m H          Load 300kg.   

 

Heavy duty twin wheel barrow  
Hot dip galvanised frame, heavy plastic pan. 
Model   JFCTWB 
Load (kg)  200kg (255ltr) 
Pan size load area (mm) 1220 x 760 x 500  
Size (L x W x H) (mm) 1800 x 865 x 760 
Own Weight (kg)  30 
 

Tipping twin wheel barrow   Easy to empty.  
Specification as above   
 

Model : JFCTWB5 

Tipping trailer  
Hot dip galvanised frame with very heavy duty pan. Manual tip. 

Suitable for towing behind ATV, Ride onõs & compact tractors 

Model   JFCTL 
Load( kg)  500kg 
Pan size load area (mm)    1600 x 1075 x 475   
Pneumatic Tyre  20 x 10-8 
Body Size (L x W x H)        2475 x 1425 x 925  
Own Weight (kg)  75 
Ball hitch  50mm  
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Dog pen  

Manufactured from heavy galvanised steel, Tubular rails at 70mm 

spacing, box section frame.  

This pen is available per panel enabling a modular system to be built 

to suit your requirements. Bolt together instant penning.  

The roof is an optional extra normally supplied with corrugated 

sheets , however box section coloured sheets are available. 

 

2m wide x 1.7m high Front panel c/w 0.7m gate  TD1100 

2m wide x 1.7m high Side/rear panel    TD1110 

Complete 2.0m x 2.0m dog pen without roof   KDP 

Complete 2.0m x 2.0m dog pen with roof   KDP1 

     NOTES  

 

 

Stokboard   

 Recycled plastic, compressed into very hard   

 wearing boards, numerous applications but   

 well suited to lining stables and trailers, an  

 ideal replacement for plywood. Easy to fit, 

 easily cleaned, embossed pattern both sides. 

 

Size: 2.44m x 1.22m  
Thickness  

6mm - F6000    9mm - F6005    12mm -  F6010 

Colour: Black 

Flatbed trolley  
Model   A3655 
Load( kg)  700kg 
Bed size load area (mm) 1200 x 585  
Pneumatic Tyre  4.00-6 
Body Size (L x W x H)        1600 x 1030 x 750mm   
Own Weight (kg)  51.5 
 

Meshed trolley , removable sides 300kg capacity  
Model   A3660 
Load (kg)  300kg 
Bed size load area (mm) 1020 x 490mm 
Pneumatic Tyre  3.50-4 
Body Size (L x W x H) 1865 x 520 x 570mm 
Own Weight (kg)  28 
 

Thoroughbred  Plastic pan twin wheelbarrow 
Model   A3620 
Load (kg)  180 
Pan size load area (mm) 1100 x 885 x 478  
Pneumatic Tyre  16ò x 4ò 
Size (L x W x H) (mm) 1575 x 540 x 575 
Own Weight (kg)  20.2 

 

The Stablemate   - Tipping three wheel barrow 

Model: A3625  

Spec:  Heavy Duty 200 litre Poly pan. 
           Roller Bearing pneumatic wheels 
           Interchangeable tow/jockey hitch 
          Handle length adjustment. 
            1.5m L x 0.935m W x 0.765m H          Load 300kg.   

 

Heavy duty twin wheel barrow  
Hot dip galvanised frame, heavy plastic pan. 
Model   JFCTWB 
Load (kg)  200kg (255ltr) 
Pan size load area (mm) 1220 x 760 x 500  
Size (L x W x H) (mm) 1800 x 865 x 760 
Own Weight (kg)  30 
 

Tipping twin wheel barrow   Easy to empty.  
Specification as above   
 

Model : JFCTWB5 

Tipping trailer  
Hot dip galvanised frame with very heavy duty pan. Manual tip. 

Suitable for towing behind ATV, Ride onõs & compact tractors 

Model   JFCTL 
Load( kg)  500kg 
Pan size load area (mm)    1600 x 1075 x 475   
Pneumatic Tyre  20 x 10-8 
Body Size (L x W x H)        2475 x 1425 x 925  
Own Weight (kg)  75 
Ball hitch  50mm  
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 Contact 

McVeigh Parker & co ltd 
 

0845 1207 755 
 

sales@mcveighparker.co.uk 
 

 

for  your local stockist 
 

 

 

 

McVeigh Parker & co Ltd 

www.first4fencing.co.uk 

 

0845 1207 755 

(35 sales lines)  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  Stockists 

      nationwide 


